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Functional control 100%

NOTES

TESTS

Insulating test between PT100 capsule and safety ground 5 KV AC for 60"

Dimensional and visual control 100%

PT100S103FL025 250 R

Impedance at room temperature 100%

PT100S103FL025 250 T

PT100S103FL025 250 S

PROBES

RAIL TYPE MOUNTING

CODE LEN cm PHASE CODE

WIRING DIAGRAM DIAGONAL

LEN cm PHASE

SPRING TERMINAL BLOCK CONTACT 

SECT. 2.5 mmq

PT100BOXP03 001 THERMOPL BOX 140X130X60 3 PT100S10 STD

PICTURE TECHNICAL DRAWING

TECHNICAL FEATURES

BOX TYPE Tecnoplymer 30% glass renforced, self-

extinguising, V0

DIMENSIONS

IP 55 (IP65 on demand)GLAND ANTI-TEAR CABLE GRANDS PROTECTION

TERMINAL SOCKETS

mm. 140X130X60

TECHNICAL DATASHEET
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DRAWN
CHECKED
ENG APPR
MGR APPR

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS

ANGLES ±X.X°
2 PL ±X.XX 3 PL ±X.XXX

NAME
YURI

DATE
03/26/26 Solid Edge

TITLE

SIZE
A2

DWG NO REV

FILE NAME: DIEL COMPLETA SUPU PG16 QUOTATO INTERASSE FIS

SCALE: WEIGHT: SHEET 1 OF 1
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TESTS

Impedance at room temperature 100%

Dimensional and visual control 100%

Insulating test between external enclosure and wires+copper drain in short circuit: 5 KV 60" in salt water (Type test)

IP67 tested Immersed in water for 30 minutes (Type test)

Silicone isolation wire, colour grey, halogen free acc.to IEC60754-2, low smoke acc.to IEC61034

Conductors (2 wires) CuSn 3x0,22 isolation silicone rubber, colours red-red-white, cable diam.5,0 mm (red wires toghether connected)

-60°C ÷ +200°C

Functional control 100%

Sensor isolation

Temperature range

Shield

Probe lenght (XXX part of code)

Finishing

Mylar fiber glass

Sensor enclosure Silicone

External cap Silicone

Protection

Unseathing mm 60, Stripping mm 10

Aluminium bonded and drain wire.

XXX = lenght in decimeters

IP67

0,30 mm ± 0,05 mm

1,00 mm ± 0,10 mm

SENSOR

TERMINAL

PROBE

Nominal tickness isol.rubber wires

Nominal tickness isol.ext jacket

PT100 100Ω 0° C, alpha coefficient 3850 ppm/k

Sensor additional features

Cable type

CABLE

Sensor

Precision

Nr of elements

Terminal diameter and lenght

Conductors (3 wires)

Conductors (4 wires)

Class B – EN60751 – DIN43760 

1 sensor

Cylinder diameter 6,0 x 30 mm

CuSn 3x0,22 isolation silicone rubber, colours red-red-white, cable diam.5,0 mm

CuSn 4x0,22 isolation silicone rubber, colours red-red-white-white, cable diam. 5,4 mm

Diel srl

Via Retrone, 32/A
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3D DRAWING

TECHNICAL DATASHEET

PT100S102FLXXX - PT100S103FLXXX - PT100S104FLXXX PT100 RTD SENSOR ACCORDING TO DIN 43760

mail: info@diel-ed.it - web: www.diel-ed.it

Construction According to NEMA HP 6

Halogen Free According to IEC 60754-1

Tin coated copper According to ASTM B33

Insulation materials According to CEI EN 50363

Nominal voltage 300 V DC

Max Operating Temperature +200 C°

Flame Retardant According to IEC 60332-1-2
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PT100S102FLXXX - PT100S103FLXXX - PT100S104FLXXX PT100 RTD SENSOR ACCORDING TO DIN 43760
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200 175,84 1,30

150 157,31 1,05

175 166,61 1,18

75 128,98 0,68

100 138,50 0,80

125 147,94 0,93

0 100,00 0,30

25 109,73 0,43

50 119,40 0,55

-60 76,33 0,60

-50 80,31 0,55

-25 90,19 0,43

CORRESPONDENCE C° ==>> OHM AND TOLERANCE ACCORDING TO EN60751-DIN43760 CLASS B

TEMPERATURE C° (t) RESISTANCE OHM
TOLERANCE C°              

±(0,3+0,005|t|)
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